240Watts, Lead-Acid Battery Charger

Features:

¢ Wide AC input range
¢ RoHS compliance
@

2 - year warranty

Over voltage protection
Convection cooled

Over current protection
Short circuit protection
6-stage charging control
Reverse polarity protection
e Sparkle free design
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Dimensions:200(L)x153(W)x59(H)mm

I General Specifications I

INPUT OoUTPUT
Input voltage.........cccevvvrerrcnnne. 115/230VAC15% Temp. Coefficient ............oooooevvveveveeereeeereennnnnnn 1.0.04% / °C
INpUt freqUENCY ....ovvvcce e, 47~63Hz Overvoltage protection .........c.cooeevevrrsrcnenes Autorecovery
INFUSh CUITENE ... 22A1M15VAC Over current protection ..........ccocoveeveeneeneene. Current limited

(Cold start) . . 44A230VAC Short circuit protection............ccoveveres wvienne, Autorecovery
Transient response. .. (Load change 50% to 100%)

EMC STANDARDS Voltage deviation ..o 5%
EN 55011 Class B RECOVErY tIME ... 2mS
EN 55022 Class B
EN 61000-4-2 Level 3 SAFETY STANDARDS
EN 61000-4-3 Level 3
EN 61000-4-4 Level 3
EN 61000-4-5 Level 3 CE EN60336 (Meet)

EN 61000-4-6 Level 3
EN 61000-4-8 Level 3
EN 61000-4-11 Level 3 C le'll. us UL 80335 (Meet)
LISTED
ENVIRONMENTAL

Operating temperature: -20°C ~ 40°C ambient, derating each output at 2.5% per degree from 40°C to 60C
Operating humidity: Non-condensing, 5% ~ 95%RH.

Vibration: Random vibration, 10Hz ~ 100Hz, 3axise.

MTBF: 60,000hrs Min. Per MIL-HDBK-217F, 25°C GB.




EPS 240w Series 240Watts, Lead-Acid battery charger

I Output Specifications I

Model CBhoa;Sting vc;llt(;aagte Chargir(lg)current Line Reg.  Load Reg. Efficiency ngorg::;gne
EPS1220 14.7VvDC  13.8VDC 20A Max. 1% 1% 84% 15~17VDC
EPS2410 29.4VDC  27.6VDC 10A Max. 1% 1% 86% 32~35VDC
EPS3606 441VDC  41.4VDC 6A Max. 1% 1% 86% 48~52VDC
EPS4805 58.8VDC  55.2VDC 5A Max. 1% 1% 86% 62~70VDC
NO TE : 1 Linere gul atio nis me asu red fro milow lin eto hig hii ne atr ate dlo ad.

2. Loa dre gul atio nis me asu red fro MZ 0% fo 100 %o fra ted loa da 123 OVAC inp ut

3. Eff icie ncy s me asu red at rate dlo ad and 23 OVAC inp ut.

I Charging curve |
CoaPe | 12v | 24v | 36V | 48V % Charas i Corent corsaniotage ;lr?aa:éneg A
NHEIEIEEE 2t

1(VDC) | 147 | 294 | 441 | 5838 /
2(VDC) | 138 | 276 | 414 | 552 3 [l '/ : L
3(VDC) | 80 | 16.0 | 240 | 320 I i

I 30Mins.

| Mechanical Details Charging time

Case No: AE1240C

Material: Aluminum (Extrusion)

Dimensions: 200(L)x153(W)x59(H)mm

Input connection: IEC320 C14 socket

DC output cable: 1.2m,14 AWGx2 + alligator clip
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